
Greenscreen 

Responding to our customersõ 
needs and then exceeding their 

expectations has been a 
hallmark of Wrightõs for over 

a decade. 
 

With today's emphasis on the 
need to conserve our natural 

resources and the 
environment, we need to 
ensure that only the most 
unusable of materials are 

consigned to our landfill sites. 
 

With our background in 
material handling and 

particularly in aggregate and 
cement related industries, we 
recognise the need for simply 

designed, rugged, easily 
maintained equipment. 

 
Wrightõs Greenscreen has a 
myriad of applications, and 
can be manufactured to suit 
your particular requirements. 

 
The double skinned trommel 
action provides an efficient 
method for the separation of 

valuable products from waste, 
thereby minimising landfill 

costs and maximising profits. 



Wright Engineering 
Carlton Forest, Red Lane, Blyth Road, 
Worksop,  
Nottinghamshire S81 8BP  
England 

 
Tel. 044 1909 730507 
Fax. 044 1909 730975 
Website: www.wrighteng.co.uk 

SPECIFICATIONS  
 
Operating Dimensions 
 
Length  23.20 metres 
Width  18.35 metres 
Height  5.13 metres 
 
Hopper 
 
Opening  4.0 x 1.65m 
Capacity  3.2m³ 
 
Conveyor Belts 
 
Under Screen 1.5m wide 
Fines Outfeed  1.0m wide 
Outfeed Belts 0.6m wide 
Conv Tip height   3.6m (up to) 
 
Screening Drum 
 
Diameter 1.05 metres 
Length  6.0 metres 
Angle  4.2º 
Speed  Variable 
 
Screen Sizing 
 
Grizzly  Fully Adjustable 
Screen 1              75mm Bar Spacing 
Screen 2  10mm Mesh 
 
Screen Area 
 
Grizzly  6.6m² 
Screen 1              36.2m² 
Screen 2  30.59m² 
 
Power Required 60KVA 
 
Approximate Weight 18 tons 


